
Custom Installation Notes: 
Infrared codes for Arcam DVD 
players

Models covered:

DiVA DV78, DV79, DV88+ and DV137

fmj DV27 and DV29
Issue D
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Remote-control codes

Power commands

Command Decimal Code

Power toggle 25–12

Power-on 25–123

Power-off 25–124

Playback control commands

Command Decimal Code

Track number ‘n’, (e.g., 1) 25–n (e.g., 25–1)

Track forward 25–32

Track back 25–33

Fast forward 25–52

Fast rewind 25–50

Slow forward 25–30

Slow rewind 25–31

Open 25–45

Pause 25–48

Stop 25–54

Play 25–53

Display control commands

Command Decimal Code

Display 25–18

Advanced control commands

Command Decimal Code

Repeat toggle 25–29

Repeat A-B 25–59

Clear 25–58

Program (not DV137) 25-41

Up 25–86

Down 25–85

Left 25–81

Right 25–80

OK 25–87

PMode (Shuff / Rand on DV137) 25–64

Subtitle 25–65

Title 25–66

Menu 25–67

Zoom 25–68

Audio 25–69

Mem / Bookmark (not DV137) 25–70

Return 25–72

Angle 25–73

Setup 25–74

Status 25–75

Search 25–76

PL (Mode on DV137) 25–77

Trim 25–37

HDMI (DV137 only) 25–88

The following table gives the IR-commands accepted by the Arcam DVD players. The system code is 25.
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Remote input using a 3.5mm mono jack
The connection diagram below applies to all Arcam DVD players.

Use with non-Arcam learning remotes and keypads.
All Arcam players from the DV88+ onwards have the ability to switch between various remote modes: 
this option is available from a setup menu and is labelled as ‘Remote Type’. A typical menu layout is 
given below:

It is advised that the ‘Remote Type’ option is switched to ‘Other’ when the DVD player is used in an 
installation using a keypad or non-Arcam learning remote control – these types of remote control can 
have difficulties learning toggle bit commands. Switching the Remote type to ‘Other’ changes the DVD’s 
software configuration to overcome these difficulties.

RC5 system code clashes
All Arcam DVD players have a hidden menu that allows for the standard RC5 system code (i.e. 25) to be 
changed to system code 12. This is to avoid RC5 code clash problems between different manufacturer’s 
components.

Warning: Before switching the RC5 code you must ensure that you have a remote device 
programmed with its system code set to 12. This is because once the code is changed, the 
unit will no longer respond to the factory-supplied remote and you will be unable to control 
the player remotely or switch the code back!

Changing RC5 codes on Arcam DVD players
1. Enter the standard set-up menu (press sEtUP on the remote).

2. Enter the numbers 6-3-1-8. You will be prompted to change the system code

3. Set the system code to 12 (from system code 25). This option is not titled on the screen but is 
at the very top of the page. Moving the cursor right will show the following option:

 Original system code 25. e.g. ‘Play’ will be the decimal code 25–53

 Optional system code 12. e.g. ‘Play’ will be the decimal code 12–53

Warning: You will need an operational remote control with system code 12 fully programmed, 
including access to track numbers from 1 to 10 before switching the code set on the player. 
The standard remote control supplied with the unit cannot have its system code changed from 
25, so you will not be able to access the set-up menu using the original remote control!
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Options

CR-314

CR-415

CR-80

CR-9000

Other
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