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Projection Formats

Screen Surface

ULTRA COMFORT ELECTRIC a perfect 
projection screen for your professional 
business or pleasurable home 
entertainment. The projection screen is 
refined in a shiny white finish and the 
steel casing has a subtle design with soft 
edges. Integrated universal end caps give 
you the choice to install the screen either 
on wall or ceiling. This electric projection 
screen is delivered with a user-friendly IR 

remote control with the screen positions 
up – stop – down. The IR remote control 
is easily pinpointed to one specific place 
by using the included device holder.
The screen surface is of a strong matt 
white front material with a black backing 
with a gain of 1.0. The result is a screen 
surface which reproduces an image with 
good colour rendition and clear contrast 
of white and black. 

Example – Ultra Comfort Electric Dimensions
   Model:  UCE180
   Screen width:  1800mm
   Total width:  1800mm + 91mm = 1891mm
   Width between mounting holes:
        1800mm + 76mm = 1876mm
   Bar width:  1800mm + 66mm = 1866mm

Screen Dimensions

All dimensions in this document are in mm.

Ultra Comfort Electric Datasheet 

Cable lengths 
Screen to receiver box: 240 mm
Receiver box to plug: 2900 mm

COMFORT ELECTRIC  

Matt white front projection surface. Black backing. Fibre glass supported. Gain 1.0

1:1 No black frame.
4:3 Black frame, 5 cm (left - bottom - right).
16:10 Black frame, 5 cm (left - bottom - right).
16:9 Black frame, 5 cm (left - bottom - right).

Control
Including IR remote control and receiver box with up – stop – 
down positions.
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Article Numbers for Ultra Comfort Electric

All weights are gross (total weight including packaging, brackets etc.).

Length  (see table) 13
0

125 

Screen width Box length
1800 2050
2000 2250
2200 2450
2400 2650

Packaging Dimensions

Voltage:  230 V
Power:  121 W 
Frequency: 50 Hz
Speed:  28 rpm
Momentum: 6Nm
Protection:  IP44
Radio freq.:  433 MHz

Cable dim.:  3 x 0,75mm2

The motor is grounded.

Motor Specifications

12 aug 2014, 13:04Draper Europe AB. Kristinebergsvägen 22. S-302 41 Halmstad, Sweden. 

All dimensions in this document are in mm.

COMFORT ELECTRIC  
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SCREEN SIZE
WIDTH x HEIGHT

VIEW. AREA
WIDTH x HEIGHT

WT.
 KG

UCE170 1700 x 1700 8,0 UCE170-V 1700 x 1700 1600 x 1200 8,0 UCE170-D 1700 x 1700 1600 x 1000 8,0 UCE170-W 1700 x 1700 1600 x 900 8,0

UCE180 1800 x 1800 8,3 UCE180-V 1800 x 1800 1700 x 1275 8,3 UCE180-D 1800 x 1800 1700 x 1065 8,3 UCE180-W 1800 x 1800 1700 x 955 8.3

UCE200 2000 x 2000 9,9 UCE200-V 2000 x 2000 1900 x 1425 9.5 UCE200-D 2000 x 2000 1900 x 1180 9.5 UCE200-W 2000 x 2000 1900 x 1070 9.5

UCE220 2200 x 2200 10,5 UCE220-V 2200 x 2200 2100 x 1575 10.6 UCE220-D 2200 x 2200 2100 x 1315 10.6 UCE220-W 2200 x 2200 2100 x 1180 10.6

UCE240 2400 x 2400 11,8 UCE240-V 2400 x 2200 2300 x 1725 11.1 UCE240-D 2400 x 2200 2300 x 1440 11.1 UCE240-W 2400 x 2200 2300 x 1295 11.1

Ultra Comfort Electric Datasheet 

ART. NO

485015 15 cm brackets,  pair

485030 30 cm brackets,  pair

485050 50 cm brackets,  pair

485075 75 cm brackets,  pair

400300 Screen Cleaning Spray,  250 ml

Accessories


